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Classicism Style Series:  

 

XA6800SE Integrated Amplifier 

XA6800SE is a Class A integrated amplifier which is specially designed for audiophiles. The pliotrons 
are 6 pairs of metal packged FET, which improve the tone and reliability both.  

There is special L type copper bar as the heat sink bridge for the pliotrons, and make the heat can be 
radiated to the large heat sink for units as soon. In addition, there is also holistic cool structure design, 
in order to hold the temperature balance for the amplifier work, and improve the reliability as most. 
The right and left channel circuit design inside is symmetrical, and the power supply transformer is at 
the middle of the unit, which makes the weight distributing symmetrical and avoid syntony.  

This amplifier adopts R type transformer with high-power, high-speed metal packaged bridge 
rectifiers and Rubycon filter capacitor more than 40000uF. All of above, it could supply enough power 
and improve the performance under large dynamic output work model. The tone is thick, exquisite 
and soft, with the similar style of tube amplifier.  

On the appearance design, it is with the classicism. The panel is made by walnut which inlays a metal 
panel in the middle, and the knobs are also wooden. Choose XA6800SE, choose more music tastes. 

Specification: 

 Power Output: 80W×2  
 Frequency Response: 10Hz to 80KHz(0,-3dB)  
 THD: 1KHz with no more than 0.04%  
 Signal-to-Noise Ratio: more than 95dB(A Weight)  
 Audio Inputs: four pairs single-ended on RCA  
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 Audio Outputs: two pairs speaker binding posts  
 Weight: 19.5kg 

XA 6800E Integrated Amplifier 

 
XA6800E is a Class A Integrated amplifier which is especially designed for affording you a music 
feast. The basic circuit which followed XA8800, the top grade operating and amplifying component 
specially designed for audio use on the pre-stage and four pairs of gilt dynatrons for the power 
transistors ensure the excellent sound quality and better reliability. 

We adopt L-type copper bar which is extremely good for the heat transferring and could transfer the 
heat produced by the power transistors to the big heat sinkers and keep the normal temperature of 
the amplifier, thus the stability of the power output of this unit could be ensured to the maximum. The 
symmetric design on the left and right channel along with the power supply transformer in the center 
reaches the reasonable weight location inside the enclosure to avoid the resonance.  

This unit adopts annular high-power transformer, fast gilt rectifier bridges group and more than 
40,000uF filtering capacitance to ensure the high power supply. Besides, it progresses the 
performance of this unit under high dynamics and keeps the sound mellow and thick. 

On the appearance, XA6800E follows the way of classic type, the wooden panel inlaid metal and 
wooden knob making the whole look noble and elegant. For more new feeling of music, XA6800E is 
your best choice. 

Specification: 

 Power Output: 2×80W(8W) 
 Frequency Response: 10Hz-80KHz (0,-3dB) 
 Total Harmonic Distortion: ≤0.02%(1KHz) 
 Signal-to-Noise Ratio: ≥95dB (A Weighting)  
 Damp Coefficient: 180 
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Muse SE CD-Player 

 

 

Muse SE is the CD-Player which is especially designed for XA6800SE. The front panel is 18mm 
walnut panel inlaid a metal panel in the middle, and the knob is made by ebony. Both of the two side 
panels and tope cover are made by aluminum. The mechanism installed on an aluminum plate with 
4mm thickness, to insure its operation smooth. 

This unit has two models amplifying circuit, tube output and transistor output, with two separate 
analog RCA connectors (tube and transistor), and a balanced connector for transistor amplifying. 

Specification: 
 The Level for Coaxial Output 1: ……………2Vrms (1KHz, 0dB) 
 The Level for Coaxial Output 1: ……………2Vrms (1KHz, 0dB) 
 The Balance Output: ………………………...1) 0Vrms, 2) 0.75Vrms, 3) 0.75Vrms 
 The earphone Output: ……………………… 0Vrms ～ 5Vrms (1 KHz, 0dB) 
 S/N.: …………………………………………..Coaxial 1: ＞ 100dB Coaxial 2: ＞ 95dB         
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Balance 1:＞105dB 
 T.H.D: ……………………………………..…..0.0016% 
 Dynamic Range: ……………………….……100dB 
 Frequency Response: ……………………….20Hz – 20KHz  ±0.5dB 
 Stereo Crosstalk: ……………………………95dB 

Exquisite Style Series: 

 
XA6950 Integrated Amplifier 

This unit adopts dual differential complementary symmetrical pushpull amplifying. FET (field effect 
transistor) is put to good use for the track amplifier while the following stage adopts symmetric current 
negative feedback circuit with wide frequency response range and low distortion. 

For each channel, there are two stages for impulse, with four pairs of well-selected high-quality HI-FI 
high-power geminate transistors as field effect tube output with wide dynamic range and strong 
controlling ability in low frequency. 

The two high-power annual transformer supply power for the left and right channels, as well as 
preceding and following stages independently with the following stage equipped with fast rectifying 
bridge and low impedance servo power supply for the preceding stage. 

The volume control adopts the blue large-size ALPS motor potentiometer and operated by the unique 
method of “analog potentiometer by indirectly digital control” of our company which ensures the 
shortest delivering path and lower signal distortion. With VFD displaying screen, the whole screen 
looks superb and generous, as well as being equipped with a full functional remote control board. 

The complete unit is controlled by microcomputer with varied protecting functions to provide safety 
and convenient use. 

Specification:  
 Power Output: 2*100W(8 ) 　  
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 Frequency Response: 10Hz~100KHz (0,-3dB)  
 T.H.D.: <0.04%  
 S.N.R.: >95dB  
 Weight: 26Kg  
 Remote Controllable: Support  
 Dimension (W*H*D): 430mm*185.5mm*454mm  

Muse Deluxe 1.0 CD-Player 

 

The Muse Deluxe 1.0 CD Players are the new CD player products of Xindak.  

Exact Systemic Clock System  

Adopt exact systemic clock circuit. The clocks for CD servo and D/A decoding are produced by the 
frequency in one clock, which make the servo and D/A decoding clocks isochronous, reduce the 
distortion brought the clock wobble.  

Exact Digital Processing Technology 

Adopting exact digital separate technology separates the right and left audio signal in order to reduce 
the mutual disturbance.  

Several Linear Drive Power Supply Systems  

Adopting Hi-Fi linear supply circuit and special high-grade annual transformer, supplies the power to 
digital and analog, left and right channel separately, in order to improve the signal quality and make 
the tune purer.  

Adopting the separate structure separates the power supply for digital and analog, in order to reduce 
the mutual disturbance.  

Dual-Decode Circuit  
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This unit adopts two pieces of Hi-Fi dual-decode chip for D/A decoding. Separate right (left) audio 
data are amplified by Hi-Fi OPA and special part, after dual decoding and dual-digital filtering.  

Close Transformer Shield  

Adopt special close transformer shield to shield the Electro Magnetic Interference.  

Specification:     
 The Level for Coaxial Output 1: ……………2Vrms (1KHz, 0dB) 
 The Level for Coaxial Output 1: ……………2Vrms (1KHz, 0dB) 
 The Balance Output: ………………………...1) 0Vrms, 2) 0.75Vrms, 3) 0.75Vrms 
 The earphone Output: ……………………… 0Vrms ～ 5Vrms (1 KHz, 0dB) 
 S/N.: …………………………………………..Coaxial 1: ＞ 100dB Coaxial 2: ＞ 95dB         

Balance 1:＞105dB 
 T.H.D: ……………………………………..…..0.0016% 
 Dynamic Range: ……………………….……100dB 
 Frequency Response: ………………………20Hz – 20KHz  ±0.5dB   
 Stereo Crosstalk: …………………………………95dB 

 

Modernistic Style Series 

 

XA6950V Integrated Amplifier 

XA-6950V is an economical model with the best value for money in the premise of assuring the 
sound quality, as well as simplicity, easy control and so on being considered. High-quality sound and 
people-orientated function are two main characters. 

With differential symmetric circuit as the preceding stage, the input stage adopts field effect 
twin-tubes to ensure the consistency of the input stage and the stability of the output point. Thanks to 
this circuit, the whole tone sounds full-bodied with strength. 
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For each channel, there is a high-quality annual transformer equipped with 15A fast rectified bridge, 
as well as the filter adopting imported high-capacity capacitances with reasonable electric 
connections. Both of them enable this unit to provide high Signal-to- Noise Ratio and the lowest 
power impedance. 

The controlling unit is controlled by microcomputer equipped with full functional remote control and 
varied protecting functions to ensure safety as well as convenient use. 

For the first time in this series of products to adopt signal resource detecting and auto-connecting 
makes the operation committed to people-orientated notion. 

The balanced input ports of this unit provide convenience for balanced signal input. 

Specification:  

 Technical Information 
 Power Output: 100W  
 Frequency Response: 10Hz-100kHz(0.5dB) 
 Sensitivity: 160mV 
 T.H.D: 0.03% 
 S/N: 90dB 
 Power requirement: 220V±10%，50Hz 
 Consumption: 335W 

 

Muse Serial CD-Players 

 
 

In this serial, we have three models to meet for different requirements of the audiophiles, which are 
Muse 1.0, Muse 2.0 and Muse 3.0. 

Characters for this serial CD-Player: 
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1. Adopt SONY KSS-213Q mechanism parts and PHILIPSCD 18 servo system; 

2. Adopt exact digital separate technology; 

3. Adopt two TDA1305 DAC chips from PHILIPS; 

4. Adopt two chips OPA2134 as filter buffer, two chips OPA604 for amplifying and two chips OPA134 
as follow amplify output; 

5. DAC Part: Adopt two Precision adjustable power supply, separately supply power to left and right 
channel of analogy D/A part, and also independently supply power to precision digital part; 

6. Adopt 60W annular transformer as the power supply, and for digital and analogy parts adopt 
separate windings output; 

7. Adopt customer-built transformer shield cover to protect transformer from electrostatic or 
magnetic interference; 

8. Fast Recovery Diode—FRD commutation circuit of choice, accelerate response speed and 
reduce the on-off noise for common FRD; 

9. Multi-groups array filter capacitors and film capacitor, supply pure electrical power.  

MUSE 1.0 CD-player  

MUSE 1.0 CD player adopts the latest digital chip of Philips and exact clock circuit which can reduce 
the distortion caused by the wobble of the clock. With multi-linear power supply system and two 
pieces of high-quality dual-decoding chip of Philips to achieve D/A decoding and individual audio 
data output of left and right channel. The well-chosen operating amplifier equipped with balanced 
output terminals is put into good use of analog output, along with two fiber and coaxial digital output 
ports which can be used to achieve audio decoding for the external DAC equipments. The close 
transformer shielding can avoid the electro-magnetical distortion.  

The sound of this unit is full-bodied with wide frequency response, broad dynamic rang and rich 
details and information which qualifies it for the best choice for the super audiophiles.  

MUSE 2.0 CD-Player  

MUSE 2.0 Laser player adopts the latest digital chip of Philips and exact clock circuit which can 
reduce the distortion caused by the wobble of the clock. With multi-linear power supply system and 
two pieces of high-quality dual-decoding chip of Philips to achieve D/A decoding and individual audio 
data output of left and right channel. The well-chosen operating amplifier equipped with balanced 
output terminals is put into good use of analog output, along with two fiber and coaxial digital output 
ports which can be used to achieve digital audio decoding for the external DAC equipments. It adopts 
OPA2604 operating amplifier IC to accomplish digital filtering and the well-appraised E88CC 
transistor for analog amplifying output.  

The close transformer shielding can avoid the electro-magnetic distortion.  

MUSE 3.0 CD-Player  

MUSE 3.0 CD player adopts the latest digital chip of Philips and exact clock circuit which can reduce 
the distortion caused by the wobble of the clock. With multi-linear power supply system and two 
pieces of high-quality dual-decoding chip of Philips to achieve D/A decoding and individual audio 
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data output of left and right channel. The well-chosen operating amplifier equipped with balanced 
output terminals is put into good use of analog output, along with two fiber and coaxial digital output 
ports which can be used to achieve digital audio decoding for the external DAC equipments. The 
audio part is divided into two channels: one adopts the well-appraised E88CC tube for amplifying 
output while the other one adopts OPA2604 amplifying IC digital filter and the high-quality audio 
amplifier to achieve the output.  

The close transformer shielding can avoid the electro-magnetic distortion. 

Specification:     
 The Level for Coaxial Output 1: ……………2Vrms (1KHz, 0dB) 
 The Level for Coaxial Output 1: ……………2Vrms (1KHz, 0dB) 
 The Balance Output: ………………………...1) 0Vrms, 2) 0.75Vrms, 3) 0.75Vrms 
 The earphone Output: ……………………… 0Vrms ～ 5Vrms (1 KHz, 0dB) 
 S/N.: …………………………………………..Coaxial 1: ＞ 100dB Coaxial 2: ＞ 95dB         

Balance 1:＞105dB 
 T.H.D: ……………………………………..…..0.0016% 
 Dynamic Range: ……………………….……100dB 
 Frequency Response: ………………………20Hz – 20KHz  ±0.5dB   
 Stereo Crosstalk: …………………………………95dB 

 

A600E Class A Integrated Amplifier    (Oversea Version) 

 

As a dual channel integrated amplifier, A600E is excellent and able to reproduct sound with high 
fidelity. The dual monaural structure on the power stage which is usually adopted on flagship 
amplifiers could ensure the steady sound field even on great dynamics. 

No matter the general composition, mechanical structure or the circuit design, each of them could 
reflect the design principle of “Beautiful”. The internal composition is in perfect order as well as good 
look, besides, it is especially good for teletromagnetism shielding while the appearance is simple but 
decent. Two pieces of copper is uncompromised to put into good use in the left and right operating 
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and amplifying parts. The most outstanding point of this unit is the high stability, because the copper 
could quickly transfer the heat produced by the transistors to the heat sinker, ensuring steady work of 
the amplifier. 

The circuit of A600E adopts full symmetric compensatory current negative feedback circuit which was 
highly appraised in the higi field and the current amplifying part could be divided into three stages. 
The first stage is MJE350/MJE340 geminate transistors which could be easily seen in European and 
American amplifiers. The second stage adopts MJE15031/MJE15030 geminate transistors which are 
well commented by the audiophiles for the high performance. And the output transistors was 
consisted by four pairs of parallel 2SA1295/2SC3264 high-power and high-current geminate 
transistors on each channel whose peak current could reach up to 68A; the power supply of this unit 
is offered by two 580W annular transforms and the main power supply adopts four Sweden top-grade 
33000uf RIFA169 electrolytic capacitance. And the rectifier bridge adopts 40A square bridge. It is the 
materials with best quality that ensures the powerful drive of A600E. 

The sound of A600E is balanced with rich tastes of music, exact sound location, high analyze ability, 
wide sound field and powerful drive. The excellent performance when playing all kinds of music 
would surely impress you deeply. 

Specifications: 

 Output Power: 160W+160W 
 Harmonic Distortion: ≤0.03% 
 Signal to Noise Ratio: 95dB 
 Frequency Response: 10Hz~100KHz (-1dB) 
 Damping Coefficient: 170 
 Net Weight:55Kg 

XA6900 Hybrid Integrated Amplifier 
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XA6900 is a hybrid stereo integrated amplifier. It integrates the characteristics for both solid amplifier 
and tube amplifier. This unit is good at the holistic balance of tune, especially on the display on vocal 
and instrumental sounds. In addition, there is minuteness sense of reality in the whole sound. 

The preamplifier adopts famous tube E88CC, which is good at analyse ability, and with small 
distortion. The tune is also natural. 

The circuit in post amplifier stage adopts complete symmetrical and complementary circuit structure. 
Therefore, both of the Nonlinear Distortion and Transient Intermodulation Distortion of this unit are 
small, and the Frequency Response is wide. The power output stage of this amplifier is Darlington 
circuit; its drive tube adopts MJ15030/MJ15031; the output tubes are two pairs of parallel 
2SA1943/2SC5200, which the power output capability is strong enough. 

The power supply adopts two toroidal transformers, 35A/1000V bridge rectifier and 4 Rubycon 
10000uF filter electrolytic Capacitor. 

Connectors: 
 4 pair RCA input socket 
 1 pair preamplifier output socket 
 1 pair post amplifier input socket 

Specifications: 
 Power output: 100 watts per channel at 8Ω 
 Frequency response:  from 20 Hz to 20 kHz (-0.4dB, 0dB) 
 Input impedance: 50KΩ 
 THD + N: Less than 0.12% 
 Dimensions: W430mm x D400.7mm x H148mm 
 Shipping weight: 17Kg 

XA3250 Tube Pre-amplifier 
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XA3250 is a tube pre-amplifier which is specially designed for nostalgic audiophiles. The whole 
structure of this unit is symmetric, natural and exquisite. The inner circuit has adopted the famous 
Matisse circuit, with some modifications basing on that. There is one exported ECC81 and one 
ECC83 for each channel, and both of the tubes for each channel have been handpicked with strict 
match, in order to ensure the coherence and improve the stability. There is also proper passive 
feedback net to improve the frequency bandwidth and kinds of distortions. It especially insists on the 
importance of material and match, therefore, it adopts E-transformer which with lower noise and 
magnetic leak, to get more reliability and stability. There is also CLC filter net matched the tube 
commutation to join in the power supply system. Both of the remote control and hand operation 
models are available. 

Compared the other tube pre-amplifier of us before, this unit is with classical tube style. Smooth and 
soft on the middle and high frequency part, and the tone is Junoesque. Sweet and warm on the 
middle frequency part, which suits the taste of the audiophile who prefer to tube amplifiers. This 
pre-amplifier is especially good at the performance of the voice, string music and classical music.  

Specifications: 

 Frequency Response: 10Hz—90KHz; 
 Input Sensitivity: 215 mV 
 Distortion : ≤0.05%（A weighting） 
 S.N.R : ≥85dB (A-weighting) 
 Weight: 9Kg 
 Dimension: 430mm×114mm×360mm 

XA8550 Power Amplifier 
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XA8550 power amplifier is designed especially for matching with XA3250 pre-amplifier. It is with high 
fidelity for reproduction the music signal. The appearance is both simple and elegant. The inner 
circuit design derives from reputable current negative feedback circuit of XA6950 and adopts 
Darlington structure on the current amplifier stage. The output power dynatrons are three pairs 
SANKEN 2SC3264/2SA1295 whose peak current can reach 51A, to insure the driving power. The 
filter capacitor for main power supply is 82000uF/63V Rubycon capacitor, and the power supply is 
two 300W annular transformers. The tone is balanced and neutral, with good speed sense and 
analysis ability.  

In addition, there are two editions for XA8550 as optional, one is XA8550T and the other is XA8550S, 
which with different case design with each other.  

Specifications: 

 Output Power: 130W+130W (8ohm load) ; 250X2(4 ohm load) 
 THD:  ≤0.05% 
 SNR:  ≥95dB 
 Frequency Response:  10Hz~100KHz（±1dB） 
 Input Sensitivity: 1.8V 
 Net Weight: 22.5kg 
 Dimension: 430X153X426 
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Simple style Series:  

XA8250 07 Pre-amplifier 

 
XA8250 07 is a symmetry complementary double-difference pure Class A amplifier pre-amplifier with 
separate dual-channels structural, which is especially designed for XA8800MNE.  

Input stage adopts TOSHIBA HIfi dynatrons A970/C2240 to constitute symmetry complementary 
double-difference amplify circuit. It also connects one resistor in serial with the emitter of each 
dynatrons, which processes current negative feedback, in order to decrease open-loop distortion, 
stability Operating Point and improve the linear dynamic Range. 

The voltage amplifier stage also adopts the complementary push-pull amplifier circuit consists of 
A970/C2240. The signal have been directly transferred to output stage after amplified.  

Output stage adopts the pure Class A push-pull source follow output model consisting of N-type and 
P-type JFETs, in order to increase dynamic range and decrease output impedance. This measure will 
ensure the match between the pre-amplifier and other power amplifiers better.  

The left channel, right channel and power supply circuit parts are especially designed as separate 
and isolated. Left and right channel are separately lie at the two sides inside this unit. The power 
supply lies at the middle, and there is separate 40W high-quality E-type transformer with steeliness 
shield cover to supply power to each channel. That is to avoid the small signal interfered by 
magnetic-leak. Power supply filter and decoupling adopt Marcom and America Military-grad 
electrolytic capacitors. It also adopts optimized grounding, to ensure the high SNR. 

In addition, there is extra separate balanced input and output terminals for left and right channels, 
opening delay indicator and closing mute protection functions.  

XA8250 is a source follow output Class A pre-amplifier constituted by JFET, in this case, its tone is 
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natural, transparent and with high analysis ability. The sound is balanced in whole frequency parts: 
exquisite at the high frequency, bright at the mediant, plump at the low frequency. 

Characters: 

 Separate Dual-channels circuit design;  
 Symmetry complementary double-difference pure Class A amplifier  
 The source follow output of JFET(Junction Field Effect Transistor) 
 Balance input and output terminals  
 Military-grade gold-plated PCB with 2mm thickness  
 Good analysis ability, natural and transparent tone 
 Support remote control.  

Specifications: 

 Gain：20dB 
 Max. Output Voltage: 12V 
 THD: ≤0.025% 
 Frequency Response：5Hz—180KHz (±1.5dB) 
 SNR: ≥108dB (A 计权) 
 Input Impedance: 47KΩ 
 Net Weight: 13Kg 
 Dimension: 305×200×435 (Unit: mm) 

XA8800MNE Class-A Mono Power Amplifier (Oversea Version) 

 

Designed as a separate mono-channel structure, XA8800MN is a full symmetrical current negative 
feedback Class A amplifier. The main circuit theory and technical features are as following: 

The input buffering amplifying stage adopts fast and wide-frequency amplifying circuit with cross 
coupling compensatory structure. It could connect the push-pull amplifying dynatron as Darlinton 
circuit and control base current at a low level, ensuring the stabilization of the middle point voltage. 
Meanwhile, the adoption of transistor Constant Current Source as load ensures the steady and liable 
work on the stage. 
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Darlinton complex structure on the Voltage amplifying stage not only ensures enough voltage gain 
but also raises the input impedance to reach excellent match between the different stages. Besides, 
the adoption of Cascode circuit offers a good solution of the effect on the high frequency by the 
transistor junction capacitance. Thus the frequency width could be raised, the output characteristic 
curve of the bipolar transistor could be improved, the distortion of this stage could be reduced and 
high stabilization could be achieved. 

On the current drive stage, it adopts high power FET to supply drive current for the end stage. The 
parallel output transistors on the end stage could reduce the output impedance, increase the output 
power, and improve the load capability with low resistor.  

The static working current of 6 pairs high power transistors on the end stage as parallel output is 
about 300mA and each transistor works in the special linear area where current is higher. This could 
eliminate crossover distortion and switch distortion efficiently and reduce the output impedance. 
Equipped with impedance compensatory network including L、Rs、Rz and C on the output terminal, 
the load of this unit will be closer to pure resistor and difficult to cause self-excitation. Meanwhile, it 
could afford bigger damp to enhance the controlling ability of this unit to the loudspeaker. 

In order to ensure the middle point voltage of this unit approximately to be zero, high quality operating 
amplifying components, high frequency non-inductance resistor, silver isinglass capacitance and so 
on are put to good use to the loop current servo feedback circuit. 

As for the power supply for the complete unit, each channel adopts 600W high quality annular 
transformer while the other parts adopts winding group on the power supply separately. Additionally 
the power supply for the power amplifying, voltage amplifying and protecting circuit are separated: 
the power supply for the power amplifying part is equipped with 50A bridge rectifier and 60,000 
microfarad Rubycon filtering capacitance and supplies power directly after commutating and filtering; 
the power supply for the voltage amplifying adopts stable power supply with fast speed, low noisy, 
low impedance and strong ability to avoid the “ripple” to avoid the modulating disturbance caused by 
fluctuation of the power on the following stage and make the sound purer. 

Additionally, this unit adds protection functions, including power-on delay concussion protection, zero 
point floating on the output terminal, over current and over voltage of the power transistor protection. 
In order to avoid the noisy when power-off, this circuit adds transient release circuit, power-on delay 
circuit and glittering indicating circuit for protection to make this unit more intellective. 

Because XA8800MN is a current negative high power Class A amplifier, the sound of this unit is very 
thick, mellow, sweet and warm with high transparency and high speed. The extension on high 
frequency is very clear and exquisite, the taste and analysis of music are very excellent in middle 
frequency and in low frequency the flexibility and sense of weight are very clear. Generally speaking, 
the sound is fast, strong and clear, especially when performance the baritone and mezzo-soprano. 

Characters: 

 Separate mono channel structure 
 Current feedback Class-A amplifier 
 High power FET as the drive 
 6 pairs of metal-packaged transistors as parallel output 
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 600W high quality transformers 
 50A bridge rectifier along with high capacity power filters 
 2mm gilt PCB  
 Warm and thick sound with full taste of music 

Specifications: 

 Rated Power: 200W  (8Ω)   400W  (4Ω)   50W （8Ω Class A） 
 Frequency Response: 5Hz—200KHz (±0.5dB) 
 T.H.D : ≤0.025%(Rated Power) 
 S.N.R : ≥110dB (A-weighting) 
 Input Sensitivity: 1.7V 
 Damping coefficient : 210 
 Input impedance: 47KΩ 

XA8800MNu Mini Mono Power Amplifier (Only for Export)  

 

XA8800MNu is a mono power amplifier, with full symmetric current negative feedback structure. This 
model offers the user quality sound reproduction and elegant styling also features excellent look.  

The amplifying circuitry design follows the well appraised current negative feedback structure, 
featuring the full symmetric and full complementary circuit. The most outstanding advantages of this 
circuitry are powerful drive, low distortion, rich dynamics, excellent controlling ability, reliable work 
and good sound. The whole amplifying circuitry can be divided into three stages: the first stage 
adopts quality Motorola MJE350/MJE340 geminate transistors, the second stage adopts Toshiba 
2SC517/2SA1930 geminate transistors and the output stage uses three pair of Sanken 
2SC3264/2SA1295 high current geminate transistors. Therefore, this amplifier is ensured of power 
driving current.  

The materials are very select, especially some audio-use-only and world famous capacitances are 
choicely used in the audio loop. It uses imported relay to switch the coaxial channel and balanced 
channel. The whole power supply system is consisted of the 350W high quality annular transformer 
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as the core, the 50A high speed bridge rectifier and 60,000 uF Rubycon capacitance. The power 
supply for voltage amplifying is supplied by the filtered and rectified separate windings of the 
transformer, which have high speed, low noisy, low impedance and strong shielding ability. Besides, 
the separate design of the two windings can rapidly reduce the intermodulation disturbance and thus 
increase the purity of the sound.  

Additionally, this unit has perfect self-protection function. The core of the protect circuitry takes 
charge of the protect functions against output over current, over voltage and on/off surge with an 
indicator which will glitter in case of protect. IC was used as the controlling core, therefore, the 
general sensitivity and reliability is rapidly increased.  

Sound features: The excelsior circuitry and select materials endow this unit with mellow sound, 
excellent bounce in low and powerful drive. Besides, it is also dynamic, with extended soundstage. 
Sound of this unit is transparent, noble, elegant and vivid, especially full of rich changes.  

Specifications: 

 Rated Consume Power: 260W 
 Output Power: 160W(8ohm) / 320W(4ohm) 
 Rated Load: 8ohm/4ohm 
 Frequency Response: 10Hz-100KHz 
 Input sensitivity: 1.72V 
 Distortion: <0.025% 
 S.N.R: >100dB 
 Weight: 13.2Kg 
 240×148×430 MM (W×D×H) /Channel  

XA6200 Hybrid Integrated Amplifier 

 
XA6200 is a hybrid integrated amplifier. The pre-stage uses mixed structure of both tube and 
integrated operational amplification. The tube adopted is the famous E88CC（6922）, which with low 
distortion, high analysis, good linearity and natural, transparent sound.  
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The power amplifying stage circuit bases on the classic structure—standard OCL circuit, with some 
small and detailed upgrade, it has lower distortion and more reliable work. The circuit amplifying 
stage uses Darlinton circuit, the amplifying transistors are famous MJE15030/MJE15031 from 
Motorola. The output transistors, which have 50 current output ability, are original metal-packaged 
high-power transistors.  

The power is supplied by a high quality annular transformer. Besides, two 35A high speed bridge 
rectifiers and two 22000UF audio electrolytic capacitors can ensure the high SNR and low 
impedance. The controlling part uses microcomputer intellectualized software. With remote control 
and several protect functions, the operation is more customer-friendly.  

Sound of XA6200 is sweet and dynamic.  

Specifications: 

 Rated power: （RMS）100W×2 
 THD:（THD）≤0.05% 
 SNR: ≥93dB 
 Frequency response: 10Hz--100KHz 
 Dimensions: 430×432×149 MM (W×D×H) 

XA3200MKII Tube Pre-Amplifier 

 

As the upgraded version of XA3200S, XA3200MKII is a special model just for the nostalgic and 
experienced audiophile. Based on the world famous Matisse circuit, the circuit of XA3200MKII is 
optimized and upgraded. On each channel, there is one American 12AX7 and one 12AT7. Besides, in 
order to reduce the distortion and widen the frequency response range, certain negative feedback 
between the stages is designed. The uncompromised materials, such as American Dale impedances, 
capacitances of German Wima MKP, Swiss RIFI, Frako, American MIt, especially two American 
Omponent oiled capacitqances, are all put to good use. Even the internal audio transferring cord is 
from Swiss Gotham. Compared with XA3200S, the tone color of this preamplifier is noble and soft, 
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with exquisite high and mellow medium. The rhythm is natural and full-bodied of tube taste. It is 
excellent to performance the chord and classical music, specially suitable for the classical music 
enthusiasts. It became the hot sale soon after release, especially in European market. Its warm and 
classical tone color attracted many audiophiles.  

Specifications: 

 Frequency Response: 10Hz~100KHz. 
 Total Harmonic Distortion: <0.1% 
 Signal-to-Noise Ratio: >87dB 
 Output Voltage: 8.5V(RMS) 
 Weight: 7Kg 
 Remote Controllable: Support 
 Dimensions (W*H*D): 430mm * 90mm * 280mm 

A06 Integrated Amplifier  

 

A06 is a stereo integrated amplifier with full remote control system. It is a quality entry level Hi-Fi 
product, specially designed for the music enthusiasts and audiophile beginners.  

A06 follows the simple design principle. The standard IEC power outlet affords very convenience to 
change the power cord. Besides, there are 5 RCA analog inputs and one group of binding posts for 
loudspeakers.  

It adopts quality annular transformer to supply power and the relay take charges of the input switch. 
In order to increase the reliability and avoid the bad contact of the relay incurred by improper use, it 
cancelled the relay of the loudspeaker output. The voltage amplifier stage adopts selective AD712 for 
amplifying while the first stage of the power amplifying adopts high quality Toshiba 2SK170 F.E.T to 
achieve differential amplifying. The HITACHI 2SD667/2SB647 geminate transistors are used for 
voltage amplifying. The output stage on both channels adopts 2 pairs of Sanken high current 
2SC4468/2SA1695 geminate transistors. This unit has perfect self-protection functions: power on 
delay protection, current protection and power off protection, which could ensure this unit work in safe 
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condition all the time. 

Specifications: 

 Output power: 80W + 80W  8 Ohms,  
 Minimum load: 4 Ohm  
 Input ports: 5 Groups 
 Output ports: 1 pair 
 Frenquency response: 2Hz-100kHz  (0.5dB) 
 Harmonic distortion (THD): ＜0．03％（1W，8Ohm） 
 S.N.R:  >95dB  
 Input sensitivity: 300mv 
 Size: 430mmx110mmx352mm  
 Weight: 9 Kg 

C06 CD-Player  

 

So far, even if there are kinds of upsampling CD-Players in the market, we still can not disremember 
the performance of the CD-Player with 16 bit. As memorial of the tone of 16 bit CD-Player, Xindak 
engineer especially designed this entry-level 16 bit CD-Player. 

C06 adopts simple style on the design. The engineers predigest the complex output ports: the general 
layout on the rear panel is same as other CD-Players, standard IEC AC input jack; one group of 24K 
gold-plated RCA analog output terminals and one of RCA coaxial digital output terminals. Compared to 
the design of Xindak Muse 1.0 CD-Player, C06 cancels the small middle part, headphone jack and 
volume control for headphone on the front panel of Muse 1.0, but adds one blue ring for the indicator, 
which makes the design more harmonious with the amplifier A06 in same set.  

C06 adopts Sony 213 laser pick-up, servo system CD18 from Philips, and TDA1543 16Bit 
current-output DAC chip which is good on the music performance ability. The pure tone color from C06, 
not only because of the famous TDA1543 DAC chip, but also because of the special circuit design 
inside. Instead of the ordinary 44.1 KHz sampling frequency with 16bit sampling precision, this 
CD-player adopts design as 176.4 Khz sampling frequency. In addition, different separate windings of 
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annular transformer supply the power supply for analog and difital circuit separately. Adopt parallel 
connection regulators design on the DAC power supply part., which with lower essential resistance and 
less sound coloration.  

The aborative design and characters for TDA1543 DAC chip, endows this CD-Player C06 with very 
good music performance.  

Specifications: 

 Output Level: 2.0 RMS 
 Output Terminal: One group RCA  
 Frequency Response: 20Hz-20kHz 
 S.N.R: >105dB 
 Stereo crosstalk: >100dB 
 Distortion: < 0.06%   
 Size: 430mm x110mm x 317mm 
 Weight: 5.5kg  

XA 6800R Integrated Amplifier 

 

XA 6800R is the Class A Integrated Amplifier developed by Xindak, with beautiful external 
appearance, well selected raw materials, excellent tone and good price performance.   

All the electric resistance inside are imported five color band metal film resistance, the well-known 
Philip electrolytic capacitors, Xindak red non-inductive polypropylene MKP capacitors for audio 
products and up to 40000uf electrolytic capacitors. The output stage adopts two couples of metal 
packaged transistors MJ15024/MJ15025 or MJ15003/MJ15004 for every channel. So the satisfactory 
tone color of this amplifier is sweet, warm and clear. 

Specifications: 

 Power output: 80WX2 (8ohm) 
 Frequency Response: 10Hz~70KHz (0,-3dB) 
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 T.H.D: ≤0.02% 
 S.N.R: ≥95dB(A WEIGHT) 
 Input Sensitivity: 300mV 
 Power Consume: 260W 
 Weight: 20 Kg 

Neoclassic Style 

 

CS 6.0 Hybrid Integrated Amplifier 

In order to satisfy the requirements of the Hi-End level audiophiles, Xindak developed a binaural 
hybrid integrated amplifier which combined the technology and art with classical appearance, 
sophisiticated craftwork and carefully-selected materials. The fundamental circuit is based on famous 
amplifiers of America and Europe with 50A peak output current value and strong impulse along with 
66000uf filtering electrolytic capacitor for audio use as current supply, HI-FI transistors of American 
and European HI-End amplifiers and world famous coupling capacities and decoupling capacities. 

Specification: 

 Power Output: 2*100W (8 ) 　  
 SN: >90dB(A WEIGHT)  
 Frequency Response: 10Hz-100KHz  
 THD: <0.06% 
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